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SUMMARY

Static and impact tests were made on riveted and spot-welded beems
of various high-strength alumimm alloys. The beams of this investige-
tion were spot-welded before present aircraft specifications for struc-
tural welding became effective. It is evident from radiographic analyses
that the soundness of the spot welds of this investigation does not meet
these present specifications. In interpreting results, therefore, the
limitations should be considered.

For static loads on riveted beams, the values of modulus of failure
were sbout the same as tensile strengbths for all the alloys except one;
for static loads on spot-welded beams, the values of modulus of failure
were lower than the tensile strengths for all the alloys.

In general, beams of highest-strength materials had the greatest
resistance to impact. The height of drop producing failure of the spot-.
welded beams averaged gbout TO percent of that producing failure of the
riveted beams.

No direct relationship seems to exist between the toughness value
of the material as determined from the tensile properties and relative
ability to resist impact of the material in the form of a riveted or
welded structure. Aging of beams after assembly is not advantageous and
probably undesireble, at least for spot-welded beams, from the stand-
point. of static and impact strength.

INTRODUCTION

The increased use in aircraft construction of higher-strength
aluminum alloys such as T75S-T6 and the various tempers of 24S obtained
by artificial aging has maede evident the need for information concerning
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the behavior of structures of such alloys under static and -impact
loading. It seemed desirable to study the performence of riveted and
spot-welded comnections in a structural member subjected to static and
impact beam tests in which the components of the built-up member bend
as a unit and cause the conmmections to undergo stresses of a different
type from those encountered in tests of simple joints. Of particular
interest was the comparison of the resistence to temnsile rupture of the
various alloys when used in riveted and spot-welded comstruction. Con-
sequently, the beams were proportioned so as to ensure failure in the
tension cover plate. This required maeking the compression cover plate
of sufficient thickness to prevent buckling and the web of sufficient
stiffness to preclude buckling due to shear or bending.

In order that an investigation could be made of any possible bene-
ficial effects resulting from relief of internal strains set up during
assembly, particularly during the spot-welding operation, besams which
were fabricated from Alclad 24S-T3 alumimum alloy and aged to the
-T81 condition after assembly were included for tests.

The object of this investigation was to determine the comparative
strengths under static and impact loading of built-up riveted and spot-
welded beams of Alclsd 14S-T6, Alclad T5S-T6, Alclad 24S-T3, Alclad
24S-T36, Alclad 24S-T81, Alclad 2US-T86, and Alclad 24S-T3 aluminum
alloy srtificially aged to -T81l after assembly.

This work was done by the Aluminum Company of :America and has been
made aveilsble to the NACA for publication because of its general interest.

SPECIMENS AND MATERIAL

The type of specimen used for the static and impact beam tests is
shown in figure 1. The top cover plates of all the beams were 1/1L-inch
Alclad T5S-T6 plate and the back-up strips, used to prevent the flanges
from buckling between rivets, were 1/8-inch 24S-Tk rolled rectangular
ber. The spacer blocks in all the besms were 1/2-inch Alclad 24S-Th
plate. The connections in the top cover plates of all the beams were
made by means of 1/4- by 3/4-inch A17S-T3 buttonhead rivets. In 28 of
the beams the bottom cover plate was spot-welded to the channels, and
in the other 28 the connection was made by meens of riveting. Four beeams
with riveted bottom-cover-plate comnections end four with spot-welded
bottom-cover-plate connections were made of each of the following alloys
and tempers of 0.064-inch-thick channels and cover plates: Alclad
14S-T6, Alcled T5S-T6, Alclad 24S-T3, Alcled 24S-T36, Alcled 24S-T81,
Alclad 24S-T86, and Alclad 24S-T3 aged to -T81l after assembly. The
specimens which were aged to -T81 after assembly were aged before the
Alclad T5S-T6 jtop cover plate was attached because the prolonged aging
(11 br at 375° F) would have appreciably reduced the yield strength of
the Alclad T75S-T6. The bottom cover plates were attached to the flanges
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by means of fifty-five 1/8-inch-dismeter 24S-T31 rivets or thirty-seven
9/32-inch-diemeter spot welds in each of the two flanges. The over-all
length of the beams was 56 inches. Average measurements of five beams

chosen at random showed the greatest deviation of any dimension from

nominal to be l% percent, which is well within commercial tolerance.

All the work of fabricating the beams, including the forming of the
channels and the aging of the Alcled 24S-T3 to -T81 after assembly, was
done by the Jobbing Division of the New Kensington Works. The 1/1L'-inch
Al1T8-T3 rivets were driven cold in 0.257-inch holes and the 1/8-inch
24S-T31 rivets were driven cold in the freshly quenched condition after
having been heat-treated 20 minutes at 920° F Pollowed by a cold-water
quench. The 1/8-:anh rivets were driven in 0.1285-inch holes. All rivets

were driven with flat heads having diameters l% times the shank diameters.

The rivet holes were drilled with the parts of the beams assembled.

In addition to the beams, spot-welded pamnels of the type shown in
figure 2 were prepared of each alloy. These panels were for the purpose
of determining the strength of simple spot-welded Jjoints. ' Specimens of
the type shown in figure 3 were used for the determination of the static
shear strength of the 1/8-inch 24S-T31 rivets. The sheet material used
in these specimens was 0.06l-inch Alcled 24S-T3.

PROCEDURE

Mechanical-property determinations were made of the various materials
used in the construction of the beams by using standard sheet-type tensile
specimens. Tensile yield strengths (0.2 percent permanent set) were
determined by means of a Templin electrical extensometer. The properties
were determined in the with-grain direction.

Each of the spot-welded panels, of the type shown in figure 2, was
cut into specimens gpproximately 1 inch wide with a spot centered in
each specimen and these were tested to determine the shear strength of
the spot welds. These tests, the mechanical-property tests, and those
of the riveted specimens of the type shown in figure 3 were made in a
20,000-pound-capacity Amsler Universal Testing Machine ,1 using Templin
self-alining grips for all tensile tests. .

The spot-welded panels and beams were given radiographic exsminations.

lpype 10, SZBDA.
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Static Beam Tests

The static beam tests_were made in a 40,000-pound-capacity Amsler
Universal Testing Machine ,2 using the test setup shown in figure 4. The
beams were simply supported on a 4-foot span. The steel block which was
designed as a striking block for thé impact beam tests was used to_dis-
tribute the load in the static beam tests. This block was about 2-%— by 3

by L inches and was crowned in order that the load would continue to be
distributed evenly as the beam deflected. The block was fastened to each
beam as shown in figure 1. Similarly, the plates designed to distribute
the end reactions in the impact beam tests were used for the same purpose
in the static beam tests. These plates were counterbored so as to accom-
modate the rivet heads in order to obtain intimate contact with the cover
plates of the beams.

Loads were applied in 250-pound increments to failure. The deflec-
tions were measured by meens of a 1/1000-inch-dial gage placed between
the auxiliary beam of the testing machine and the center of the bottom
cover plate of the specimen. It is recognized that the steel auxiliary
beam deflects slightly under load; however, the stiffness of the aux-
iliary beam is so great relative to the aluminum-alloy beams being
tested that the slight deflection of the auxiliary beam mey be neglected.
Care was taken to prevent scratching or penetration of the cover plate
by the point of the diasl gage. This was accomplished by the use of a
cardboard centering device which was glued to the bottom cover plate and
which served to hold the point of the dial against the center of the beam
without the necessity of using a prick punch mark. Load-deflection
curves were obtained by means of an antomatic emtographic device on the
testing machine (Amsler diagrams). In addition to deflection measure-
ments, strain measurements were made on three of the beams by means of
SR-k electric strain geges. Static beam tests were made of two riveted
beams and two spot-welded beams of each alloy and temper.

Impact Beam Tests

The setup for the impact beam tests was as shown in figure 5. The
beam was simply supported on a 4-foot span. The striking block and end
fixtures were used as described previously. The end fixtures rested on
steel rails vhich were clamped to 30-inch steel CB sections. Excessive
lateral or vertical movements of the ends of the beams were prevented
by means of steel angles bolted to the CB sections. Longitudinal move-
ments of the beams were controlled by means of steel plates which were
bolted to one of the end fixtures and which bore against the steel rail.
Blows were applied by dropping a 250-pound tup on the striking block
vhich was affixed to the center of the beam. The height of drop was

1Pype 20, SZBDA.
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increased by 1/2-inch increments until failure occurred. The amount of
permanent set was measured after each drop by means of a dial gage with
suitable extensions placed between the center of the bottom cover plate
of the beam and a plate on the base of the impact tower. As in the
static beam tests, care was teken to prevent scratching or penetration
of the bottom cover-plate by the point of the dial. Impact beam tests
were made of two riveted and two spot-welded beams of each alloy and
temper, except Alclad 24S-T81 and Alclad 24S-T86, in each of which only
one riveted beam was availeble.

RESULTS AND DISCUSSION

Mechenical Propéerties

Results of the mechanical-property determinations of the materials
used in the beams are given in table I. Included for comparison are
design mechanical properties (taken from reference 1). Also shown in
table I are "toughness" values which were chosen arbitrarily for com-
parisons to be made later. It is seen that, except for Alclad 24S-T3
aged to -T8L after assembly, the materials used in the beams exhibited
mechanical properties greater in megnitude than the design mechanical
properties. The most reasonable explanation for the fact that the Alclad
245781 and Alclad 24S-T3 aged to -T8L after assembly exhibited tensile
strengths lower than Alclad 24S-T3 seems to be that, considering the
higher than average amount of cold work in the Alclad 24S-T3 material
(as evidenced by the mechanical properties, particularly the yield
strength), it is probable that the commercial aging treatments resulted
in slight overaging with an attendant lowering of tensile strength.

Shear Strength of Rivets and Spot Welds

The results of the static shear tests of the spot welds and rivets
ere shown in table II. Included for comparison are values of design
shear load per spot weld or rivet and design shear strength of driven
rivets (taken from reference 1). It is seen that the strength per spot
weld or rivet exceeds the design load except in the case of Alclad 14S-T6
spot-welded material where the minimum load per spot obtained was less
than the design load, although the average value of load per spot weld
was considerably greater than the design load value.

The spot weld which -exhibited the least value of shear load was one
which was described as "sound" according to radiographic amalyses of the
penels, the results of which are shown in teble III. Also included in
Table III are the averasge values of ultimate shear load per spot which
sre summsrized in table II. The values shown in table III are the average




6 NACA TN 2157

values per panel, some of which contained two, and some of which con-
tained three spots. The wide range of shear loads encountered camnot
be satisfactorily explained by the presence or absence in the welds of
cracks, porosity, or expulsion. Table II shows that the spot-welded
panels of Alclad T5S-T6 not only proved to be definitely superior to
those of other alloys in point of ultimate load per spot, but also
exhibited a pronounced advantage over the panels of the other alloys
from the standpoint of comsistency. The spot welds in the Alclad
14S-T6 penels, all of which radiographic examination showed to be sound,
developed the lowest average strength and the greatest deviation from
average of all the alloys.

The significance of the results of the shear tests of the spot-
welded panels in relation to the beam tests is that, even though the
welds exhibited a considerable number of defects in radiogrephic exami-
nation (see table IV), the welds could ‘probably develop static shear
strengths greater than design values. .

Static Beam Tests

The results of the static beam tests are given in table V and in
Pigures 6 to 10. Figure 6 shows some typical failures of riveted beams,
end figure 7 some typical failures of spot-welded beams. All the
failures occurred through the rivet holes or through the center of the
spot welds, the failure being of the maferial rather than by shearing
of the rivets or spot welds. The appearance of the fracture in every
case was thaet of the shear-type failure in which the plane of the frac-
ture is at an angle of about 45° with the plane of the sheet. It is
logical, therefore, that the beams should have susteined ultimete loads
commensurate with the tensile strength of the materials from which the
beams were mede. Failure in all the beams occurred in the region of
theoretical maximum -stress, at the middle of the span, that is, from
rivets 26 to 30 or spot welds 18 to 20. Table VI contains the radio-
graphic enalyses of the spot welds through which failure occurred.

The load-strain curves of the three riveted beams to which SR-L
electric strain gages were applied are shown in figure 8. The dashed
lines in figure 8 represent the computed elastic strains based on the
bending moment at a point in the bottom cover plate opposite the edge
of the bearing block. The strains were measured by means of the SR-k4
strain gages at the same point. The computed strains shown were based
on both the primary and secondery modulus of elasticity for Alclad
245136 and - Alclad T5S-T6. The value of moment of inertia used in these
calculations was based on nominal dimensions and on gross area of the
flanges. It is seen that the measured strains agree quite well with the
computed strainz based on the primary modulus and to but a slightly
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lesser degree with the strains based on the secondary modulus, indi-
cating that these built-up beams acted as solid beams of similar cross
section would be expected to behave.

The 1oad-deflection curves of the static tests, based on dial—gage
measurements, are shown in figure 9.. The dashed lines represent com-
puted deflections. The computed deflections were based on the secondary
modulus of elasticity except, of course, for Alclad 14S-T6 in which case
no distinction is made between primary end secondary modulus. A com-
parison of the difference between the computed and measured deflection
(elastic) of the beams shows that on the average the measured deflection
of the riveted beams wag about 12 pércent higher than the computed
deflection, and in the case of the spot-welded beams the measured deflec-
tion was about 10 percent higher then the computed deflection. This
indicates that the spot-welded beams were slightly stiffer than the
riveted beams. The Alclad T5S-T6 beams showed the least difference

between measured and -computed deflections, 5% percent for the riveted
beams and 6% percent for the spot-welded beams. For the riveted beams,

the Alclad 2U4S-T3 showed the greatest difference, 17 percent, and for
the spot-welded beams Alclad 14S-T6 showed the greatest difference,

16 percent. These differences would have been greater had the primary
modulus been used as a basis for the computed deflectionm.

To facilitate comparisons, some of the results contained in table V
are shown graphically in figure 10, which shows the moduli of failure of
the riveted and spot-welded beams compared to the tensile strength of the
material from which the beams were made. Both average and individual
values of modulus of failure are shown. The alloys are arranged in order
of increasing design allowable tensile strength.

The values of ultimate load or modulus of failure in the static
tests agree fairly well for the two beams of each alloy and temper and
type of comnnection. As would be expected, the difference between these
values for the riveted beams was less than for the spot-welded beams.

The Alclad 24S-T81 beams exhibited the greatest difference between the
average and individual values for both the riveted and spot—welded beanms,

the difference being but 3— percent for the riveted and about IA—-percent

for the spot-welded beams. Of all the beams, the Alclad 2L4S-T3 aged to
-T81 after assembly showed the most consistent results between the two
beams of each type of conhection, the varisastion from average being less
than 1 percent.

For each alloy and temper the average ultimate load or modulus of
failure of the riveted beams exceeded that of the spot-welded beams. On
the average the difference between the ultimate loads of the riveted and
spot-welded beams was ebout 12 percent. The least difference was for
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beams of Alclad 11I-S-T6, about T percent. The greatest difference was
for beams of Alclad 24S-T3 aged to -T81 after assembly, sbout 22 percent.

Beams of Alclad 245-T81 showed a difference of about 13-]5 percent. The

significance of the greater difference in the case of Alclad 24S-T3 aged
to -T81L after assembly would seem to be that, from the strength stand-
point, no benefit results from aging to -T81 after assembly and, in fact,
it may be harmful. There seemed to be no definite relaetionship between
the magnitude of the difference between the ultimate loads of the riveted
and spot-welded beams and the strength or the ductility of the material
from which the beams were made.

The values of ultimate load of the riveted and spot-welded beams
were in about the seme sequence as the values of ultimate tensile strength.
This trend is shown graphically in figure 10. The following teble is
based on the average values shown in figure 10 and contains the ratios in
percent of modulus of failure to tensile strength.

Modulus of failure
Tensile strength
Alloy (percent)
and temper
Spot-
Riveted welded
beams
beams
Alclad 24S-T3 88 5]
Alclad 1L4S-T6 96 90
Alclad 24S-T81 100 87
Alclad 24S-T3 aged to -T81
after assembly . a8 76
Alclad 24S-T36 102 oL
Alclad 24S-T86 100 90
Alcled T5S-T6 101 90

For the riveted beams, only the Alclad 24S-T3 showed a modulus of
failure significently different from the tensile strength - about
12 percent lower. OFf all the others, the greatest variation was for
Alcled 14S-T6 - about 4 percent lower. These findings are consistent
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with the results of tests of sheet specimens with open holes. (Refer to
reference 2.) In the spot-welded beams, those of Alclad 24S-T3 end
Alclad 24S-T3 aged to -T8l after assembly showed a modulus of failure
gbout 25 percent lower than the tensile strength, while all others showed
a reduction of about 10 percent. The ratio of modulus of failure to
tensile strength was higher in the higher-strength alloys, which is con-
trary to the usual expectation. )

The total deflections at rupture shown in table V were measured from
the Amsler diagrems. It is seen that the riveted beams showed greater
deflections at rupture than the spot-welded beams. According to these
deflections, the riveted beams fall in two groups: the Alclad 24S-T3,
the Alclad 24S-T3 aged to -T81 after assembly, and the Alclad 75S-T6
exhibiting the grester deflections - about 1.3 inches, all others having
deflections sbout 15 percent lower. The deflections at rupture of the
Alclad 24S-T3 aged to -T8l after assembly and Alclad 24S-T36 beems were
not consistent with the elongation of the materials, the former showing
a deflection in the high group although the elongation of the material
was 7.1 percent, the latter showing a deflection in the low group although
the elongation was 15.1 percent.

Of the spot-welded beams, those of Alclad T75S-T6 showed the greatest
deflection - about 1.0 inch. Beams of Alclad 24S-TF3, Alclad 24S-T31, and
Alclad 24S-T3 aged to -T81 after assembly showed the lowest deflection -
an average of about 0.7 inch. The low deflection of the Alclad 24S-T3
beems was not consistent with the elongation, which was 19.8 percent.

Impact Beam Tests .

Results of the impact beam tests are shown in table V and figures 11
to 1%. All the beams failed through the rivet holes or through the center
of the spot welds in the same mammer as in the static tests. The faillures
were in the sheet and not by shearing of the rivets or spots. Figure 11
shows some typical failures of the riveted beams and figure 12 of the spot-
welded beams. Theoretically the region of meximum stress was rrom
rivets 26 to 30 and spot welds 18 to 20, counting from either end of the
specimen. All the beams failed either in this region or at the rivets or
spots immediately adjacent. )

The curves.of helght of drop against permanent set for the impact
tests are shown in figure 13. These indicate the extent to which the
various beams were deformed prior to failure. No measurements of total
deflection were taken on the impact tests because of the nature of the
test and consequently there is no basis for comparison to the values of
total deflection at rupture in the static tests (table V).

In figure 14 are shown values of tensile strength, toughness value,
and maximum height of drop, plotted so as to facilitate comparisons.
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The toughness values shown were arbitrarily computed from the mechanical
properties of the material (table I) as the average of the temsile
strength and the yield strength, multiplied by the elongation. Indi-~
viduel and average values of maximum height of drop are shown. :

Where two riveted beams of each alloy were tested, .the height of
drop causing fdilure was about the same for each of the two beams. The
greatest difference from the average value, sbout 4 percent » was in the
case of Alclad T5S-T6 beams. The spot-welded beams did not prove to be
so consistent, the greatest difference being about 27 percent in the
case of beams of Alclad 24S-T3 aged to -T81l after assembly. There was
considereble variation in the ratios of height of drop causing failure
in the spot-welded beams to that in the riveted beams of a particular
alloy, as shown by the following table.

Height of drop (spot-welded)

Alloy Height of drop (riveted)
and temper (percent)
Alclad 24S-T3 €5
Alclad 24S-T3 aged to -T81
after assembly 51
Mcled 245-T36 - 91
Alcled T5S-T6 73
Alclad 24s-T8L 61
Alclad 24S-T86 . : 68 .
Alcled 14S-T6 79

The ratios varied from 51 percent for Alclad 24S-T3 aged to -T81 after
assembly to 91 percent for Alclad 24S-T36, with an average value of
gbhout 70 percent.

The Alclad 24S-T36 beams proved to be the most consistent in impact
both from the standpoint of height of drop camsing failure in each
riveted and each spot-welded beam and from the standpoint of average
height of drop causing failure in riveted beams compared with that in
spot-welded beams. The radiographic analyses showed that the spots
through vwhich failure occurred in these beams (teble VI) were in the
best condition of all the besms tested in impact. The low ratio of drop
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producing failure of spot-welded beams to that producing failure of
riveted beams, 51 percent, for Alclad 24S-T3 aged to -T81 after assembly
egain emphasizes the fact that no bemeficial resulits seem to obtain from
aging to -T81 after assembly.

Figure 14 shows that the Alclad 75S-T6 riveted beems exhibited the
greatest resistance to failure in impact and the Alclad 245-T3 beams
proved to be the least satisfactory of the riveted beams. Of the spot-
welded beams, those of Alclad 24S-T36 proved to be best in resistance
to impact and those of Alclad 24S-T3 aged to -T81l after assembly were
the least satisfactory.

It is seen in figure 1% that the riveted beams line up according
to the height of drop producing failure very nearly in the same order
as the tensile strengths of the materials of which the beams were made.
Alclad 24S-T81 beams were the outstanding exceptions to this order in
that they exhibited the third highest resistance to impact, whereas the -
meterial from which the beams were made showed the next to lowest tensile
strength., The order of failure of spot-welded beams in impact did not
agree very well with the order of the temnsile strengths of the material
although a trend is observable in that the threé alloys of highest ten-
sile strength are the three highest in point of resistance to impact.
As in the case of the riveted beams, the spot-welded beams lined up
almost exactly in the same order according to resistence to impact as
they did according to ultimate loads in the static tests.

Figure 14 shows no particuler correlation between the toughness
value of the material and the height of drop producing failure, in either
the riveted or spot-welded beams. The Alclad 24S-T3 beams are a notable
example in that, even though the material exhibited the greatest tough-
ness value, the riveted beams were least satisfactory in impact and the
spot-welded beams were next to the least satisfactory. This lack of
correlation is significant because it indicates.that the relative impact
resistance of built-up members cannot be predicted frcm the mechanical
properties of the material. The absence of correlation is not surprising
because it is known that the effect of stress-raisers, such as rivet holes
or spot welds, on the tensile strength and elongetion varies considerably
with different materials.

It should be emphasized that because of the nature of the impact
tests described herein, in which successive drops were made from
increasing heights, the meximum height of drop is not a direct measure
of the energy required to produce rupture. It is probable that, had
single drop tests been employed, the alloys might have lined up somewhat
differently according to height of drop producing failure. However,
single drop tests require a large number of specimens, with the type of
equipment available for measuring the amount of emnergy to produce rupture.
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The repeated drop tests, moreover, do represent some types of conditions
which exist ih actual service. In interpreting, analyzing, and applying
the results of these tests, the limitations thereof should be considered.

SUMMARY OF RESULTS

The results of the static and impact tests of built-up beams of .
various high-strength alumimm alloys employing riveted and spot-welded
comnections may be summerized as follows:

1. Mechanical-property determinations of the material used in the
channels and bottom cover plates showed that, except for Alclad 24S-T3
aged to -T81 after assembly, the properties of the materials exceeded
ANC design mechanical properties gbout 3 to 19 percent.

2. Static shear tests of spot-welded Joints of the various materials
used and of the rivets used in connecting the bottom cover plate showed
that the average load per rivet or per spot weld exceeded the ANC design
shear load (by about 9 percent for rivets and about 48 to 99 percent for
spot welds), indicating that the comnections in the beams represented
accepteble production practice.”

3. The static shear tests of the spot-welded Joints revealed a wide
range of values of load per spot which were not consistent with the
presence or absence in the welds of cracks, porosity, or expulsion, as
revealed by radiograephic examination before testing.

k., The failures encountered in the static and impact beam tests
occurred in the bottom cover plates through the rivet holes or spot
welds. Neither the rivets nor the spot welds sheared. The fractures
were of the shear type in which the plane of fracture was at an angle
of about 45° to the plane of the sheet. All the beams failed in the
region of theoretical maximm stress, or, in several cases, at the
rivets or spots immediately adjacent.

5. Computed elastic strains based on the ma.ximum bending moment
under the load points, using primary-modulus values for the Alclad
materials, agreed well with strains measured by means of electric strain

gages.

6. The average measured deflection of the riveted beams, within the
elastic range, was about 12 percent higher than the computed deflection,
and the measured deflection of the spot-welded beams was about 10 percent
higher than the computed deflection, when the secondary-modulus values of
the materials were used in the computations. The difference would have
been grester if primary-modulus values had been used. -

~
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T. In the static beam tests, the average ultimate load of all the
spot-welded beams was about 12 percent less then that of the riveted
beams. The greatest difference, about 22 percent, was for beams of
Alclad 24S-T3 aged to -T81 after assembly.

8. In the static beam tests, the modulus of failuré of the riveted
beams of all alloys agreed with the tensile strength of the material
within 4 percent except in the case of Alclad 24S-T3 for which the
modulus of fallure was about 12 percent lower than the tensile strength.
For the spot-welded beams, the modulus of failure was gbout 25 percent
lower than the tensile strength for beams of Alclad 24S-T3 and Alclad
245-T3 aged to -T81 after assembly. The average for the beams of all
other alloys was about 10 percent lower than the tensile strength.

9. The maximum deflection before rupture in the static tests of
riveted beams was sbout 1.3 inches for Alclad 24S-T3, Alclad 24S-T3 aged
to -T81 after assembly, and Alclad T58-T6. The average for all the other
beams was gbout 15 percent less. The deflection before rupture of the
spot-welded beams ranged from 1.0 inch for Alclad T75S-T6 to O. 7 inch
for Alclad 24S-T3.

10. In all alloys the riveted heams were better than the spot-
welded beams in resistance to impact. The average ratio of maximum
height of drop for the spot-welded beams to maximum height of drop for
the riveted beams was about 70 percent. The greatest difference was in
the case of Alcled 24S-T3 aged to -T81 after assembly, where the ratio
was 51 percent. The least difference was for Alclad 24S-T36 besams , Where
the ratio was 91 percent.

11. The heights of drop producing failure in the impact tests of
the riveted beams were nearly in the same order as the tensile strengths
of the materials in the beams. This was not true for the spot-welded
beams although & trend was observable in that the three alloys of highest
tensile strength were the three highest in resistance to impact.

12. No particular correlation could be observed between the tough-
ness value of the material and the height of drop producing failure in
either the riveted .or spot-welded beams.

CONCLUSIONS

The following general conclusions may be drawn from the static and
impact tests of riveted and spot-welded beams of various high-strength
eluminum alloys. The beams of this investigation were spot-welded
before present aircraft specifications for structural welding became



— e ————— e ————————————

1k ) NACA TN 2157

effective. It is evident from radiographic anslyses that the soundness
of the spot welds does not meet the present aircraft specifications for
structural welding. In interpreting the conclusions, the nature of the
impact tests should be considered.

1. For static loads on riveted beams, the values of modulus of
failure were gbout the same as the temsile strengths for all alloys
except Alclad 24S-T3, for which the modulus of failure was about 12 per-
cent lower than the tensile strength.

2. For statlic loads on spot-welded beeams, the values of modulus of
failure were about 10 percent lower then the tensile strengths for
Alclad 24S-T81, Alcled 24S-T36, Alclad 24S-T86, Alclad 14S-T6, and
Alclad T5S-T6 and about 25 percent lower for Alclad 24S-T3 and Alclad
245-T3 aged to -T81 after assembly.

3. In general, beams of highest-strength materials had the greatest
resistance to impact. Of the riveted beams, Alclad 75S-T6 required the
highest drop and Alclad 24S-T3 the lowest. OFf the spot-welded beams,
Alclad 24S-T36 required the highest drop and Alclad 2hs-T3 aged to -T81
after assembly the lowest.

4, The height of drop producing failure of the spot-welded beeams
averaged about TO percent of that producing failure of the riveted besms.

5. No direct relationship seems to exist between the toughness
velue of the materisl as determined from the tensile properties and
relative ability to resist impact of the material in the form of a
riveted or welded structure.

6. Aging of beams of Alclad 24S-T3 to -T81 after assembly is cer-
tainly not advantageous and probably undesirable, at least for spot-
welded beams, from the stendpoint of static and impact strength.

Aluminum Research Laboratories
Aluminum Company of America
New Kensington, Pa., May 6, 1948
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TARIE T
MECHANICAL PROPERTIES OF MATERTAL USED IN FABRICATTON OF E@AMEL
[Fests vers made in with-grain directiad]

Yield strength
Moy and Tensile strength (0.2 percent set) Elongation iﬁfﬁ”‘i:*‘s)
=T = el
A B A B : A
(4) (5) (L) (5) (L)
Aleclad 2U48-T3 69,700 63,000 5h,900 k6,000 19.8 12,300
Alclad 248-T3 aged '
to -T81 er
aspemb 66,400 67,000 56,650 59,000 T.1 . 4,L00
Alelad 2L8-T36 1,900 67,000 61,950 58,000 15.1 10,100
Aleclad T58-T6 80,500 73,000 T2,000 65,000 12.7 9,700
Alclad 248°T8Y 68,700 67,000 61,100 59,000 7.0 4,500
Alelsd 248.786 5,500 72,000 T1,600 69,000 6.6 k,800
Alcled 148-T6 70,700 65,000 64,500 58,000 10.1° 6,800

lgtendard tension test specimens for sheet metals were used; fig. 2 of referenca 3.
28trains measured with electrical extensometer (Templin type).

3‘1‘0\@&55 - Eﬂﬂl&jﬁmﬂﬁh%ﬂmm % elongetion.
. ¥4, mechanicel properties, with grein, of materisl used in beams.

53, design mechanical properties, with grain, based on minimum gusrenteed tensile properties. From reference 1.

6Bpecimana wWere cut from ends of beams. .

9T
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[A11 failures were by shearing of rivet or spot weld

TABLE IT

SHEAR STRENGTHS OF RIVETS AND SPOT WELDS

Ultimate load per

mé‘if’ gfaggate Type of connection rmﬂ:(g)@w g Avgi:gg?ge a (pgi)
material T Av?i?ge A (2) (?g:;' ()

Alclad 248.7T3 Spot weld.s' 885 988 1080 | 552 |  ememee | memeee
Alcled 248-T36 | Spot welds 875 993 1070 | 552 |  cmmmm= | mmeme-
Alcled T5S-T6 Spot welds 1015 1098 1175 | 552 | ammeee | et
Alcled 248-T81 | Spot welds 710 900 1080 | 552 |  cmemee | cmmme-
Alclad 248-T86 | Spot welds 765 958 1165 | 552 |  cmemeee | cwee-
Alclad 148-T6 Spot welds 525 813 1030 | 552 |  aeemmm | emeee-
Alclad 248-T3 1/8-1n, 248-T31 rivets 569 578 589 | 531 4,650 41,000

lAverage of eight panels for Alclaed 2&8—T3, four panels for all others.
2A, design shear load per spot or rivet from reference 1.

Based on ares of two holes: 1’{-)( (0.1285)2 x 2 = 0.0259 in.2,

IFB, d.e_s:l.gn ehear strength of driven rivets from reference 1.

LGTe NI VOV

L1
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TABLE ITI

AVERAGE ULTIMATE SHEAR LOADS PER SPOT AND RADIOGRAPHIC ANALYSES OF SPOT-WELDED PANELS

[inalyses made by Physical Metallurgy Division]

Average
ultimate
Specimen shear load
designation Alloy per Analyses
()
()
T5982-1 Alclad 248-T3 965 Both spot welds appeered to be sound
T5982-2 Alclad 24sS-T3 1027 Both welds were cracked in the center of the
nuggets
T5982-3 Alcled 24S-T3 1000 One weld was cracked in the center of the
mugget; the other weld sppeared to be sound
T5982-4 Alclad 24S-T3 977 One weld was cracked in the center of the
. mgget; the other weld appeared to be scund
T5982-5 Mlclad 24s-73 922 One weld was cracked in the center of the
- migget; the other weld appesred to be sound
75982-6 Alcled 248-T3 1057 Both welds appeared to be sound
T5982-7 Alclad 24S-T3 1002 One weld contained cracks in the center of the
mugget; the other weld contained expulsion
75982-8 Alclad 24s-T3 957 One weld was cracked; the other weld appeared
to be sound
75983-1 Alclad 24S-T36 985 One weld was cracked in the center of the
nugget; the other eppeared to be sound
T5983-2 Alclad 24S-T36 1060 Both welds were cracked in the center of each
migget
75983-3 Alclad 24S-T36 1005 Both welds appeared to be sound
T5983-% Alclad 24S-T36 922 One weld was cracked; the other appeared to
be sound
T598L4-1 Alclad 758-T6 1107 Both welds appeared to be sound
59842 Alclad T5S-T6 1095 Both welds appeared to be sound
™>984-3 Alclad T5S-T6 1097 One weld contsined cracks in the center of the
mgget; two of the welds appeared to be
sound
5984 -4 Alcled T55-T6 1093 All three welds contained small cracks in the
center of the welds
- T5990-1 Alclad 24S-T81 1022 One weld contained cracks in the center of
the nugget; the other two welds appeared
to be sound
75990-2 Alclad 248-T81 860 Both welds contained mmerous crecks, porosity,
end expulsion
T5950-3 Alclad 24sS-T81 T All three welds conteined mumerous cracks,
porosity, and expulsion
T5990-k Alcled 24S-T8L 960 One weld was cracked; the other appeared to
be sound
T5991-1 Alclad-24S-T86 913 A1l three welds contained mumerous cracks,
porosity, and expulsion
T5991-2 Alclad-24sS-186 1065 A1l three welds contained cracks; one also
contained expulsion
75991-3 Alcled 24S-T86 832 Two of the welds conbained nmumerous cracks,
porosity, and expulsion; one weld appeared
to be sound
5991-% Alcled 24S-T86 1023 One weld was cracked; the other two sppeared
to be sound
80558-1 Alclad 14S-T6 970 All three welds eppeared to be sound
80558-2 Alcled 14S-T6 558 A1l three welds appeered to be sound
80558-3 Alclad 14S-T6 760 All three welds appeared to be sound
80558-4 Alcled 14S-T6 962 A11 three welds eppeared to be sound

“Penels contained two or three spot welds. The welds were tested individuslly.
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TABLE IV
RADIOGRAPHIC ANALYSES OF SPOT-WELDED BEAMS

[inalyses mede by Physical Metellurgy Divisioq]
]

19

Specimen '
desi%na:l::lom Alloy end temper Analyses
1)
Static test specimens
T5982-7-A |Alclad 24S.T3 All but two welds were cracked and most of them also contained expulsion
T75982-7-B |Alclad 248-T3 A1) but three welds were cracked and most of them also conteined expulsion|
75982-6-A |Alclad 248-T3 The majority of the welds were cracked; 16 of the welds also conteined
expulsion
75982-6-B |Alcled 248-T3 About three-fourths of the welds contained cracks and expulsion
T75982-2-A |Alclad 248-T3 aged|Fifteen of the welds were badly cracked and contained expulsion; seven
to -T81 after welds contained very small cracks
assembly
75962-2-B |Alcled 248-T3 aged|Eleven of the welds were badly cracked end conteined expulsion; nine
to -T81 after |' of the welds contained very small cracks
assembly
T5982-1-A |Alclad 248-T3 eged|The majority of the welds were cracked
to -T81 after
assenbly
T5982-1-B |Alclad 24S-T3 aged|The mejority of the welds were cracked
to -T81 after
assembly
T5983-3-A |Alclad 248-T36 About one-fourth of the welds contained very small cracks; four welds
contained severe cracks end expulsion
75983-3-B |Alclad 248-T36 About three-fourths of the welds were cracked amd contained expulsion
T95983-1-A {Alclad 248-T36 About one-third of the welds contained very small cracks and two of
. them eleo contained expulsion
T75983-1-B [Alclad 24S-T36 About one-third of the welds contained very smell cracks; three welds
contained severe cracks and expulsion
T598%-1-A |Alclad T58-T6 About one-half of the welds contained cracks and most of these also con-
tained expulsion
T598%-1-B |Alcled T58-T6 About one-~third of the welds contained cracks snd most of these also
contained expulsion
T5984-2-A |Alclad T58-T6 About one-fourth of the welds comtained cracks and expulsion
75984-2-B |Alclad 758-T6 About one-fourth of the welds contained cracks and several of them also
_contained expulsion
T5990-4-A |Alclad 24S-P81 Almost all the welds contained severe cracks, porosity, and expulsion
T5990-4-B |Alcled 24S-T81 Almost all the welds were cracked; the majority of these conteined
severe cracks, porosity, and expulsion
T5990-3-A  |Alciad 2h4S-T81 Almost all the welds contained cracks, 15 of which contained severe
cracks, porosity, and expulsion N
T5990-3-B |Alclad 248-T81 Almost all the welds were cracked; 16 of these contained severe cracks,
porosity, and expulsion
T5991-4-A |Alclad 24S-T86 About one-half of the welds were cracked; one-fourth of these conteined
severe cracks, porosity, and expulsion
T5991-4-B |Alclad 24S-T86 fbout one-helf of the welds contained very small cracks; 17 welds con-
tained severe crecks, porosity, and expulsion
T5991-2-A |Alclsd 248-T86 The majJority of the welds were badly cracked and conteined expulsion
T5991-2-B |Alclad 248-T86 The majority of the welds were badly cracked and contained expulsion
80558-1-A |Alclad 148-T6 About one-fourth of the welds were cracked; several of these contained
severe cracks and expulsion
80558-1-B |Alclad 1k8-T6 About three-fourths of the welds were cracked; 1l of theae contained
severe cracks and expulsion
80558-3-A |Alclad 148-T6 Three welds contalned cracks; the remainder of the welds appeared to be
sound
80558-3-B  |Alcled 148-T6 Two welds contained cracks; the remainder of the welds asppeared to be
sound

1i enda B i1dentify the two flanges of the beam.
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TAELE IV - Concluded
RADIOGRAPHIC ANALYSES OF SPOT-WELDED BEAMS

Specimen
desifmtion Alloy and temper Analyses
1)
Impact test specimens
T5982-8-A Alclad 248-T3 Fourteen of the spot welds contained cracks in the centers of the
mggets, five of which also contained expulsion; the remainder of
the welds appeared to be soumd
T5982-8-B Alclad 248-T3 Twenty-seven of the welds contained cracks, four of wvhich also contained
expulsion; the remainder of the welds appeared to be sound
T5982-5-A Alclad 2kS-T3 Most of the welds contained small cxacks with the exception of 5 which
were badly cracked; 20 of the welds also contained expulsion
T5982-5-B Alclsa 2h48-T3 The majority of the welds contained cracks, 8 of which were badly
cracked; 20 of the welds glso contained expulsion
T5982-4-A | Alclad 24S-T3 aged | A1l the welds contained emall cracks with the exception of % which were
to -T8l after badly cracked; 10 of the welds also contained expulsion
assembly
T5982-4-B | Alcled 24S-T3 aged |{ Most of the welds contained small cracks with the exception of 10 vhich
to ~T81 after were badly cracked; 9 of the welds also contained expulsion
essexmbly
T5983-3-A Alclad 248-T3 aged | The majority of the welds were cracked aud contained expulsion
to ~T81 after
assembly
T5983-3-B Alclad 24S~T3 aged | The majority of the welds were cracked and contained expulsion
to -TBL after
assenbly
T5983-2-A Alclad 248-736 Four of the welds contained very small cracks; two welds contained
severe cracks and expulsion .
T5983-2-B | Alcled 248-T36 Seven of the welds contained very small cracks; two of the welds con-
tained severe cracks snd several welds contained expulsion
75983-4-A | Alcled 248-936 Eleven of the welds contained cracks and expulsion; the remainder of
the welds appeared to be sound
79983-4-B | Alcled 248-T36 Nine of the welds contained cracks, three of vhich contained a large
. amount of cracks and expulsion; three other welds contained expulsion
and the remainder appeared to be gsound
T5964-3-A | Alclad T58-T6 Three of the welds contained cracks; the remainder of the welds appeared
to be sound
T5964-3-B | Alclad T5S-T6 Five of the welds contained small cracks; cne was severely cracked and
contained expulsion
T95084-4-A |Alcled TSS-T6 Almost all of the welds contained a very small crack in the center of
each nugget
T5984~-4-B Alclad T55~T6 Twelve of the welds contained a very small crack in the center of each
- mugget and one of the welds contained numerous cracks
T5990-2-A4 |Alclea 245.THL Sixteen of the welds contained mmserous cracks, porosity, and expulsion;
five of the welds contained & very emall crack in the center of each
nugget
T5990-2-B | Alcled 245-781 Twenty-two of the welds contained mumerous cracks, porosity, and expul-
sion,sevenottheveldseontainedaverymallcmckintheeenter
of each nugget
T9990-1-A. Alclad 248-T8L About one-third of the welds contained small cracks; nine welds con-
tained severe cracks, porosity, and expulsion
T5990-1-B | Alclad 24S-T8L About one-third of the welds contained small cracks; eight of the welds
contained severe cracks and expulsion
T991-1-A | Alcled 248-T86 A1l of the welds contained mmerous cracks, porosity, and expulsion
T5091-1-B | Alcled 24S-T86 A1l of the welds contained mumerous cracks, porosity, and expulsion
T5991-3-A Alclaa 248-T86 About one-third of the welds were cracked; 10 of these conluined gevere
cracks, porosity, and expulsion
T5991-3-B Alcled 248-T86 About two-thirds of the welds contained small cracks; three welds con-
tained severe cracks, porosity, and expulsion
80558-2-A | Alclaa 14S-T6 84ix of the welds contained cracks; three welds contaired severe cracks
and expulsion
80558-2-8B | Alclad 1kS-T6 About one~third of the welds contained cracks and expulsion
80558-4-A |Alclad 148-T6 =~ |Most of the welds contained severe cracks and some of them also con-
tained expulsion
80558-k-B | Alclad 14S.T6

Bight of the welds contained cracks and expulsion

17 and B 1dentify the two flanges of the beam.
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TABIE V
RESULRS OF STATIC AHD IMPACT TESPS OF RIVETED AND SPOT-WELDED EEAMS

* Static test Impect test
‘ [oparas), Toto2 | Bivet mole Rivet hole
or m@t or
Alloy end temper | oobeceicn Spectnen |TIimte | of 25" welt theosgh| Specinen |af fecp at | wesd
desi i (11) (f"') ?’L) which fail designation rzum)_-g hvhich
in. occurred in, occurred
D@ (3) (3)
Alcled 243-73 Riveted T5982- 63,200 | 1.%3 26, 27 75982-6 9.5 26,
Alciad 2483 Rivated 159&.; 523 €000 L2l 75982.8 0| 28
35|50 | 1.2 . 53
Alcled 248-T3 Spot~welded | T5982-7 5%,100 .66 18 T5982-8 s 6.0 18
Alclad 248.%3 Spot-velded| T5982-6 63| 50,100 .80 18 59625 6.0 20
8s2,200| 73 . 6.0
Alclsd 248-T3 aged| Riveted T5962-1-181 65,000 | .17 27 Too8e-2-161 10.5
to -TH1 after '
assexbly
Alcled £48-73 Riveted T5962-4-781 [ 1.4k 28 T5982-3-181 11.0
to -T81 after &,70] 1.3 Av. 10.8
asgembly
-velded|75962-2-181 4550} 51,100 .65 19 759824181 7.0 %0
to 181 after

Alclad 248-T3 Spot-welded| 75962-1-161

assenbly
[Alclaa 248-F36 Rivetod 15983-2 7,800] 1.03 e7 : 1.5 28
Alclad 246736  |Riveted  |75563-1 25| Thyo00 | 129 26 5%3-3 ns| =
. 89| 73,30 | 117 Av. 11.5
Alclad 248-736 Spot-velded] 75983-~3 3680| 65,200 -99 18 10.5 19
Alclsd 94ST36 | Bpot-welded|75983-1 X _.% 20 983k 05| 19
A K K. 105
Alclad T58-P6 Riveted 55842 7000} 80,400 1.28 27, 28 T5984-3 .0 27
Alclsd T58-T6  |Rivetea  |75984-1 8,08 | 1. 27, 28 |7oo8h-k o | =
Bla,0%0 | 1. . 133
Alclad T58-T6 Spot-walded |75984-1 6360] 73,000 .99 19 5984 9.5 17
Alclad T38.16 | Spot-weldea] 759852 g50f 71,800 |  1.02 18 Lot 00| 2
50| 1.00 A, 9.8
Alcled 248181  |Riveted 6,001 1.00 28 739904 120 | 8
Alclsd k8181  |Riveted  [75990-3 1Y 28
» .
Alclea 248181 wedded | 759904 .8 20 T5990-2 60| 18
Alclea 243781 mvelded 75990-3 %0 e 19 75990-1 85| 38
59, .13 Av. T.3
Alcled 2h8-T36 Riveted 5991-3 ™,600| 1.12 28 159922 13.0 28
Alclad 248786  |Riveted  [75991-h 7,700 | 2.3% 28
T3,150 1.13
Alclad 248186 | spot.weldea|Ts991-h 9o| .e 18 T5991-1 80| 19
|Aic1ad 28186 | Bpot-wersea|TooO1-2 %gog B 8 T5991-3 ;51 18
61,90 | K. 8
Alclad 148-T6 Riveted  [80558-2 68,500 | 1.17 26 80558-% 10.5 26
|Alclaa 1k8-T6 Riveted 80558-1 67,8001 1.19 28 80558-3 11.0 28
,100 | 18 N~ 08
Alcled 148-76 Spot-weldsd|B80558-1 shoo| 62,000 91 7 80558-2 9.5 20
|Xclad 15976 | Spot-we1dea|80s56-3 % = I 20 805584 | =
| A, ga,Zo—o %0 a. 8.5

1obtained from boem formila, Stress = Y. Strass is calculated et edge of h-in. bearing block so thet

(2h -~ 2) x 1.91
folloving expression resnlts: MHodulus of failure = T = 11.58P, where P 4is ultimate load.

.83
SFrom izsler dlagranm.
3Rivet 28 1s at center of besm. Spot 19 is at center of bean.

mm et e e+ e m s e e e s A - v v = ar e~ e m———mae + =~ e = —————
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TABLE VI
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RADYOGRAPHIC ANALYSES OF SPOT WELDS THROUGH WHICH FATIURE OCCURRED
[Analyses made by Physicel Metallurgy Division]

Specinen Alloy Tocetlon | snalyses of spots through which feilure occurred
and
designation £ fa.a.t)are Tl A ] B
Static tests
™5982-7 Alcled 248-T3 18 Very small crack Severe cracka, expulsion
T75982-6 Mcled 248-T3 18 Expulsion Severe cracks, expulsion
75982-2-T81. | Alclad 24S-T3 aged 19 Cracks, expulsion Severe cracks, expulsion
to -T8L after
assembly
T5982-1-T61 | Alcled 24S.T3 aged 19 Sound Severe cracks, expulsion
to -T81 after
assembly
T75983-3 Alcled 248-T36 18 A probeble very small Bavere cracks, expuision
crack R
T5983-1 Acled 248-736 20 Sound Sound
759841 Alcled 758-T6 19 Sound Very smell crack, expulsion
759842 Alcled 758-T6 18 Sound Very small crack
T5990-4 Alclad 2k5-T81 20 Very small crack Cracks, expulsion
75990-3 Alcled 248-T81 19 Very small crack Very small crack
T5991-% Alclad 248-T86 18 Sound Very small crack
T5991-2 Alcled 248-TB6 18 Small cracks, expulsion |Small crack, expulsion
80558-1 Alcled 148-T6 17 Sound. Severe cracks, expulsion
80558-3 Alclad 1h8-T6 20 Sound. Sound. .
Impact tests
T5982-8 Alcled 248-T3 18 Very small crack Very small crack
59825 Alcled 2US-T3 20 Sound Severe cracks, expulsicn
75982-5-781 | Alclad 248-T3 aged 20 Severe cracks, expulsion |Very small cracks
to -T81 after
assembly
75982-3-T61 | Alcled 248-T3 aged 21 Cracks Very badly cracked, porosity,
to T8l after expulsion
assembly
T5983-2 Alclad 245-T36 19 |Sommd Smell crack
T5983-4 Alclad 248-T36 19 Sound Small crack, expulsion
T598%-3 Mclad 758-T6 17 Severe cracks Sound
75984-4 Acled T58-T6 20 Small crack Sound
T59%0-2 Alclad 248-T8L 18 Severe cracks, porosity, |Severe cracks, porosity,
expulsion expulsion
T5990-1 Alcled 245-18) 18 Small creck Sound
T5991-1 Mcled 245-T86 19 Severe cracks, porosity, |Cracks, expulsion
expulsion
T5991-3 Alcled 248-T86 18 Severe cracks, porosity |&mall crack
expulsion
80558-2 Alclad 348-T6 20 Small crack Sound
80358-4 Alcled 14S-T6 21 Cracks, expulsion Sound

1800t weld 19

is at center of beam.
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Figure 2.- Panel for static tests of spot-welded joints.
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Figure 3.- Shear specimen for %-inch-diameter rivets.
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Figure 4,- Arrangement for static beam test.
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Figure 5.- Arrangement for impact beam test.
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Figure 6.- Typlcal failures of riveted static beam specimens.
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Figure 7.- Typical failures of spot-welded static beam specimens.
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Figure 8.- Load-strain curves of static beam tests of riveted beams. Deshed lines represent
computed values of strain. Strain = =fF—

strain gages.
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Deflection, In.

Figure 8.- Charis of load against deflection for static tests of riveted and spot-welded beams,
Computed deflections are shown by dashed lines. Beams were loaded at center of 4~foot span.
A and B, riveted; C and D, spot-welded.
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XIS TModulus of failure, spot-welded beams, psi; 1 space = 10,000 psi
Figure 10.~
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- Figure 11.- Typical failures of riveted impact beam specimens.
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Flgure 12.- Typical failures of spot-welded 1mpact beam specimens,

LGT2 NI YOVN

T



e ————————



16

I

0.1—

18

r

A

i‘““”l ==

0,1

Permanant sat, in,

LCT2 NI VOVH

Figure 18.- Curves of height of drop against permanent set for impact tests of riveted and spot-welded
beams. 250-pound tup dropped on beam st center of 4~-foot span. A and B, riveted beams; C and D,
spot-welded beams.
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